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Top of Slope
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Class B

Concrete
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"
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"

Lap

Toe of 

Slope
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See Detail B

See Detail A

2'-0"
Min.

2'-0"

Face of Abutment

Edge of 

Slope 

Protection

Fascia

Fascia

Fascia

Fascia

Abutment
Faces

Edge Beams

Abutment Face

Limit of Slope
Protection

1
'-

0
"

Face of 
Wingwall

PVC Waterstop 
(Typ.)

Welded Wire Reinforcement (Typ.)

Epoxy Bonding 
Coat

1
'-

4
"

Terminate Edge Beam

at Construction Jt.

Preformed Bituminous Jt. Filler

2'-0"

2'-0"

2'-0"

2%

V groove score (Typ.) 
at all Joints. Fill with 
Silicon Rubber 
Joint Sealer

PLAN

construction joints. Splices where 

Seal with Silicon 

Rubber Joint Sealer

PLAN

DETAIL A

SKEW BRIDGE
90^ BRIDGE
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9
"
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'-
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"
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6'-0"`

6'-0"`

6
'-
0
"
`

4"

8"

6
'-
0
"

M
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  1
'-6
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2'-0" Min.

Slope Protection
   Limit

2'-0"

9"

9"

4"

•"

•"

9"

8"

8
"

4
"

•"

9" 9"

3
"

2" x 4"
Key (Typ.)

4
"

•"

9"

9" 
K

ey

4
"

2" Cover

(Typ.)

Construction Joint

Corrosion Protected

Wire Mesh 

6" X 6"- W4 X W4

( See NOTE )

NEW JERSEY DEPARTMENT OF TRANSPORTATION

BUREAU OF STRUCTURAL ENGINEERING

BRIDGE CONSTRUCTION DETAILS

BCD-603-1

N.T.S.

BCD-603.1.1

ISOMETRIC SLOPE SKETCH PLAN AT ABUTMENT CORNER

DETAIL B SECTION - EDGE BEAM

DETAILS OF CONCRETE SLOPE PROTECTION

SLOPE PROTECTION LIMITS

CONSTRUCTION JOINT

     SECTION

EXPANSION AND CONTRACTION

     JOINT SECTION

164

CONCRETE SLOPE PROTECTION

necessary, to overlap a minimum 

Pass welded wire fabric through 

of 1'-0". Do not pass reinforcement 

through expansion and contraction 

concrete end cover .

joints and provide a minimum of 2" 

For Expansion Joints use •" Preformed
Bituminous Joint Filler. Contraction Joints
Paraffin coated. Fill upper •" 

with Silicon Rubber Joint Sealer.

Fill Construction Joints V Groove
with Silicon Rubber Joint Sealer.
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Extend conc.
Slope Protection
2'-0" beyond Parapet
Exterior Line on both

90^ and skew bridges.

Edge Beams required at Slope Protection

limits and on both sides of Contraction 

and Expansion Joints. Expansion Joints 

required at 90'-0" intervals. 

Contraction Joints required at 

30'-0" intervals. Keep number of 

Construction Joints to a minimum 

and based upon the Contractor's 

pouring procedure.


