
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                       

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

    DETAIL OF TYPICAL UNDERDECK LIGHTING    

GALVANIZED STEEL CONDUIT

CLAMP 10’-0" C.C.  SPACING

1�" RMC EXPOSED

CONDUIT MOUNTING ON BRIDGE MEMBER

GASKET

STAINLESS STEEL SAFETY CABLE

2 -�"   DRAIN HOLES

REMOVABLE REFLECTOR

END TO BE CAPPED WHEN NECESSARY

1�" RMC

1�" CONDULET TYPE T

WITH GASKET & COVER

1�" HOUSING ADAPTER

REMOVABLE DOOR ASSEMBLY

240 VOLT BALLAST

5A FUSE HOLDER

LAMP SOCKET

CAPPED

MOUNTING KNOCKOUT (3)

TYPICAL ULA MOUNTING

0

BUSHING TO BE CENTERED

IN CHAMBER

U-BOLT AND SADDLE (TYP.)

1�" RMC
1�" RMC

CONDUIT EXPANSION FITTING

TINNED COPPER BRAID,  24" LG.

(EQUIVALENT TO NO. 3 AWG.)

RIGID METALLIC CONDUIT AND FITTING SHALL BE HOT-DIPPED

GALVANIZED.

TYPICAL DETAIL

CONDUIT EXPANSION FITTING

EQ.EQ.

NOTES:

1.   

2.  
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6"

6"

6"

TILT DOWN

DRAINAGE SHIELD DETAIL

NOTE

�" ALUMINUM.

DRAINAGE SHIELD SHALL BE MADE OF

FOUR �" DIA. EXPANSION BOLTS AND

WASHERS TO BE SUPPLIED WITH EACH

DRAINAGE SHIELD.  ALL STAINLESS STEEL.

DRAINAGE SHIELDS ARE TO BE INSTALLED

AT A DISTANCE OF 5" FROM TOP OF

1.

2.

3.

20"

DRAINAGE SHIELD

5"

5

UNDERDECK LUMINAIRE

ALL EDGES OF DRAINAGE SHIELD

AGAINST WALL TO BE SEALED

WITH HIGH TEMP. SILICONE CAULK.

TYPICAL DRAINAGE SHIELD INSTALLATION

NOTE

WALL

�" DIA.  STN. STL. EXPANSION BOLT

& STN. STL. WASHER.  SEAL WITH

HIGH TEMP. SILICONE CAULK.

EXPANSION FITTING TO BE INSTALLED AT ALL EXPANSION JOINTS
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UNDERDECK LUIMINAIRE.

                                                                       N.T.S.                   
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            INSTALLATION           
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