REFERENCE

BDC07D-03

29+

/— VIEW SHOWN WITH DOORS

PHOTOELECTRIC CELL REMOVED. DOORS TO BE

PHOTOELECTRIC CELL

VIEW SHOWN WITH
DOORS REMOVED.
DOORS TO BE

(SEE NOTE 12) FURNISHED WITH EACH . ﬂS*”i . (SEE NOTE 12) EURNISHED WITH
CABINET. EACH CABINET.
METER ‘. !
! PROVIDE *” !
i AIR SPACE WITH !
! 14 ¥ X 2° WEATHER- Cl:
: PROOF LUMBER :
! EACH CABINET. ;
1 1
1 1
RAIN TIGHT — | RAIN TIGHT — |
DISCONNECT BOX : PROVIDE ** THK DISCONNECT BOX |
WHEN REQUIRED BY ! WEATHER_PROOE WHEN REQUIRED BY !
1 | 1
- LENGTH OF CABINET. " !
1 — 1
! PAINT BOARD WITH %@)@NDE[%T'EX !
! # | ONE COAT OF BLACK ! # |
| PAINT-EACH CABINET ﬁﬁ !
1 1
1 1
i *g BARE WIRE i
i GROUND TO !
: CONDUITS, :
+*g BARE WIRE | ! CABINET AND |
GROUND TO || # DIA. X 12 ET.LG :
CONDUITS, | GROUND ROD :
CABINET AND ’.: STRIP HEATER GROUND LUG H
= DIA. X 12 FT.LG I APPROX. LOGATION N 4
GROUND ROD J | SIDE WALL SERVICE CONDUIT !
. e co j FOR SIZE. SEE E
ERVICE NDUIT ‘ GENERAL PLANS -
FOR SIZE. SEE [ \ ' ) T |
GENERAL PLANS ! — T O e | 3 H' 4 FOR FOUNDATION DETAIL ' z
I m==r Wrgm o o ! I © LAD [ ! (@)
= £ . o e ! \ / SEE DWG L-03  — | o
GR@UND LU@ [T} 4 |:|:| 4 .i__ :. | .: __E. ".I I : : :. EVF'_ . Ii'HI | [T 111 __ B X - | 1 \ i |'| '|||| I | .: __E. i_
L= JLLLL I=-==2 I—=ZC1 1 - = =] , j . JLLLL |_'=::_’|lf-' JLLLL I—ZZZH=Z=Z71 (] , j <y
B i -3 GmouwD Lug- | T3 T 3 EOCHI £ L \ T W 53 erouwn Lwe- WY amouw we- | | 5]
4L I ;T______JI; *8 BARE WIRE I 1 por W=k 1 i >, <y > 1 1 rd-L . 1 :T______J"T_-___-J" %3 BARE WIRE " ;T.__JI;;T._____JI: #3 BARE WIRE ! ! | L D' v g
Y| § P gnouns to e NS (A R ¢ G 1 R Gnouns To TS Gnouns To e TR
11 11 1 1 @@NDUHTS AND 1 1 | O T A B B | 1 IA 11 1 1 [N | 11 1 111 @@NDUHTS AND [N 1 11 1 @@NDUHTS AND 1 1 1 A >
FOR FOUNDATION DETAIL CABINET SE@TU@N A A CABINET CABINET
SEE DWG L-03 / - \ /
FRONT ELEVATION o FRONT ELEVATION
METER CABINET TYPE 2M METER CABINET TYPE 2M-MGC
2 A80)
METER CABINET TYPE 2M = 240480V = V@LT@ METER CABINET TYPE 2M-MC = 240480V
SYMBOL APPARATUS DESCRIPTION RATING SYMBOL APPARATUS DESCRIPTION RATING
MAIN BREAKER KEEP @UT MAIN BREAKER
e I -l 1 100 AMP MB | et e Y e bsuRE 100 AMP
CONTROL DISCONNECT CIRCUIT BREAKER CONTROL DISCONNECT CIRCUIT BREAKER 15
2 POLE &N 480 VOLT 2 POLE 480 VOLT SN
cB NEMA TYPE 1| ENCLOSURE 15 AMP ENSAMELED l(h@ﬁ]ETA%@ @Sﬂ@% TO E Ce NEMA WE 1 ENCLOSURE AMP
INSTALLED ON DOOR OF EACH
8P PHOTOELECTRIC CONTROL BY-PASS SWITCH 5 AMP LOAD GENTER CABINET 8P PHOTOELECTRIC CONTROL BY-PASS SWITCH 45 ALP
BUILT INTO CONTACTOR ENCLOSURE WHITE WITH BED LETTERS. BUILT INTO CONTACTOR ENCLOSURE
MAGNETIC CONTACTOR 2 POLE 480 VOLT ) MAGNETIC CONTACTOR 2 POLE 480 VOLT
MC | witH 120 VOLT COIL. NEMA TYPE 1 ENCLOSURE 100 AMIP NOTES: MC | wiTH 120 VOLT COIL. NEMA TYPE 1 ENCLOSURE 100 AMP
sH STRIP HEATER 400W-120V WITH STAINLESS STEEL OR LA 1. * DIA. X 12 ET. LG. GROUND ROD. SH STRIP HEATER 400W-120V WITH STAINLESS STEEL OR LA
CHROME SHEATH MOUNTED ON PORCELAIN STAND—OFF e CHROME SHEATH MOUNTED ON PORCELAIN STAND—OFF e
2, CONTRACTOR SHALL PROVIDE SCALE DRAWING TO VERIEY THAT PROPOSED
T THERMOSTAT LINE VOLTAGE-OPERATING RANGE 50 E.°TO NLA COMPONENTS WILL EIT IN CABINET. T THERMOSTAT LINE VOLTAGE-OPERATING RANGE 50 E.°TO A
70 £. 120V RATING 2000 WATTS SINGLE POLE. o 70 €. 120V RATING 2000 WATTS SINGLE POLE. e
3,  CABINET M-CAST ALUMINUM CABINET - SEC. 906.12-FURNISHED WITH DOOR AND
TR | CONTROL TRANSFORMER PRIMARY 240480 VOLT. N.A. LOCK FABRICATED IN ACCORDANCE WITH STANDARD DETAILED DRAWING. DETAILS FURNISHED TR | CONTROL TRANSFORMER PRIMARY 240480 V. NLA.
SECONDARY 120 VOLT., UPON REQUEST OR APPROVED EQUAL. SECONDARY 120V.
LIGHTING DISTRIBUTION PANEL SINGLE PHASE-3 WIRE SN LIGHTING DISTRIBUTION PANEL SINGLE PHASE-3 WIRE SN
PB MIN. 12 CIRCUITS—240/480 VOLT DEAD FRONT PANEL-NO ENGCL. 30 AMP a, LOCATION OF METER CABINET FOUNDATION, SIZE, NUMBER AND DIRECTION OF CONDUIT RUN SHALL PB MIN. 12 CIRCUITS—240/480 VOLT DEAD FRONT PANEL-NO ENGCL. 30 AMP
BREAKER S0 AMP, 240 VOLTS, SINGLE POLE. BE TAKEN FROM THE GENERAL ELECTRICAL PLANS FOR THE AREA WHERE REQUIRED AND SUBJECT TO BREAKER 30 AMP, 240 VOLTS, SINGLE POLE.
METER SOCKET 200 AMP 3 WIRE, 240480 VOLT SINGLE [ THE APPROVAL OF THE ENGINEER. METER SOCKET 200 AMP 3 WIRE, 240480 VOLT SINGLE @
MS INSTALLED BY CONTRACTOR, FURNISHED BY UTILITY CO.; IN N.A. MS INSTALLED BY CONTRACTOR, FURNISHED BY UTILITY €O.; IN N.A.
JCPL AREA, FURNISHED BY CONVRACTOR. 5. GROUNDING FEACILITIES SHALL BE INSTALLED IN ACCORDANGCE WITH UTILITY COMPANY REQUIREMENTS & N.E.C. JCPL AREA, FURNISHED BY CONTVRACTOR.
PEC PHOTOELECTRIC CONTROL NLA PEC PHOTOELECTRIC CONTROL A
- | 120 VOLTS. 1800 VA e 6. TERMINATE ALL CONDUITS WHEN ENTERING ENCLOSURES WITH LOCKNUT AND BONDING BUSHINGS.ALL OTHER - | 120 VOLTS. 1800 VA e
CONDUITS SHALL BE PROVIDED WITH BONDING BUSHINGS.ALL CONDUITS TO BE BONDED WITH *8 AWG.
Sy_gp| CIRCUIT BREAKER. 120V. (2)1 POLE, NEWA TYPE 1 ENCLOSURE 20 ANP STANDED BARE COPPER GROUND WIRE. SH_gp | CIRCUIT BREAKER. 120V. (2)1 POLE, NEWA TYPE 1 ENCLOSURE 00 ANP
FOR STRIP HEATER AND PHOTOELECTRIC BY-PASS SWITCH FOR STRIP HEATER AND PHOTOELECTRIC BY-PASS SWITCH

7. ALL CIRCUIT BREAKERS TO BE PLUG-IN TYPE, SHALL MEET FEDERAL SPECIFICATION W-C-375-B.
THE INTERRUPTING RATING IN SYMETRICAL AMPERS SHALL BE, 120 VOLTS = 7,500 AMPS MIN.,
240 VOLTS - 10,000 AMPS MIN. AND 480 VOLTS - 18,000 AMPS MIN.

8. LOAD CENTERS SHALL BEAR UNDERWRITERS LABORATORIES LABEL.

9. WIRES IN CABINET SHALL BE ARRANGED IN A WORKMAN-LIKE MANNER USING WAXING SERVING
CORD OR NYLON SELF CLINCHING STRAPS OR APPROVED EQUAL.

0. FOR METER CABINET FOUNDATION DETAILS, SEE DWG. L-03

11. SERVICE DISCONNECT SWITCH-480 VOLT, 1004, 2 POLE SN, NEMA 3 R ENCLOSURE WITH
PADLOCK PROVISIONS (LOCK TO BE SUPPLIED BY UTILITY CO.)

12. PHOTOELECTRIC CONTROL TO BE MOUNTED INSIDE CABINET. HOLE IN CABINET FOR PHOTOCELL
SHALL BE 3” X 3" MIN. AND SHALL BE COVERED WITH CLEAR *” PLEXIGLASS. PHOTOELECTRIC
CONTROL SHALL BE MOUNTED WITH PHOTOCELL FACING NORTH. PHOTOCELL MAY BE
REPOSITIONED TO AVOID BEING AFFECTED BY ARTIFICIAL LIGHT.

13. LUG ON 30 AMP CIRCUIT BREAKER SHALL BE CAPABLE OF ACCEPTING A NO. 2 AWG WIRE.
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