
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

             

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

SECTION  A-A
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4 -�" STD. HEX. HEAD BOLT

4 -�" STD. PLAIN WASHER

SEE ANCHOR BOLT

DETAIL FOR TYPE
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7"-7�"

4�"-5"

6" O.D.

14�" DIA.

DRILL & TAP �"-20N.C. FOR 1�"

STAINLESS STEEL GROUND STUD OPPOSITE

DOOR. SEE DETAIL ’A’ OR ALTERNATE

DETAIL ’B’.

BASE: CAST ALUMINUM - 356 -T6

AS CAST, ASTM DES. SG70A

DIMENSIONS SHOWN ARE FOR

HANDHOLE CLEARANCES.

ATTACH DOOR TO BASE WITH AN

APPROVED VANDAL RESISTANT LOCKING

DEVICE USING A �" STN. STL. GRADE

B-8 SOCKET HEAD CAP SCREW.

MINIMUM THICKNESS .125"

SATIN BRUSH FINISH

ANCHOR CLIPS SHALL

BE CAST AS PART OF

THE BASE OR SHALL BE

ALUM. ALLOY 6061-T6
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ALLOY 6063-T6

�" - 20NC - 2 SOC. HD.

MACH. SCREW

�" - 20NC - 2 NUT

(2) - �" - FLAT WASHERS

�" - LOCK WASHER

�" - 20NC - 2 NUT

WALL OF TRANSFORMER BASE

OPPOSITE DOOR

1
4043

�

DRILL AND TAP �" - 20NC - 2

�" - STN. STL. LOCK WASHER

�" - 20NC - 2 STN. STL.

RD. HD. MACH. SCREW

(2) �" - 20NC -2

STN. STL. HEX NUT

GROUND STUD DETAIL

OPPOSITE DOOR OPENING

GROUND STUD DETAIL

OPPOSITE DOOR OPENING

DETAIL "A"

ALTERNATE DETAIL "B"

 (2) �" - STN. STL. FLAT WASHER

MOUNTING CLIP 1" X 1" X �"

6061-T6 AL. ALLOY

DRILLED & TAPPED

�" - 20NC - 2

3/4" SAE STD. PLAIN WASHER

3/4" DIA. ANCHOR BOLT

3/4" STD. HEX HD. BOLT

ANCHOR BOLT DETAIL

3/4" STD. LOCK WASHER

HEX STEEL ROD COUPLING
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STEEL PER ASTM A-576

4- REQ’D. PER PEDESTAL

TOP 6" SHALL BE GALVANIZED

PER ASTM A-153
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1 �"-3"

�"

U.S. STD. THREADS

10 PER INCH

U.S. STANDARD THREADS 10 PER INCH

4- REQ’D. PER PEDESTAL

GALVANIZED PER ASTM A-153

�" U.S. STD.THREADS (SEE NOTE ABOVE)

1�" HEX STOCK 4-REQ’D.PER PEDESTAL

( "-�") FOR �"

DIA. S.S. BOLT STANDARD

THREAD 10 PER INCH

1
 �

"
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IN

TO BE TAPPED OVERSIZE

STAINLESS STEEL

 4- REQ’D. PER PEDESTAL

STAINLESS STEEL

4- REQ’D. PER PEDESTAL

STAINLESS STEEL ASTM A-193 GRADE B8

1�" STRAIGHT

PIPE TAP

72 TEETH SPACED

5  APART AROUND

ENTIRE DIAMETER
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SLIP FITTER DETAIL

MATERIAL: ALUMINUM ALLOY 356

�" R

PUSH PUSH

BUTTON BUTTON

FOR FOR

GREEN WALK

LIGHT SIGNAL
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"SPF" FOUNDATION

R10-3 R10-4

9" X 12" 9" X 12"

NOTES:

2. ALL TOLERANCES OF CASTINGS

SLIP FITTER CAP

WITH 1 �" PIPE PLUG
9" X 12" REGULATORY SIGN

(R10-3 OR R10-4)

AND DIRT FREE PRIOR TO

INSTALLATION OF SIGN.

10�"    BOLT CIRCLE -�"    

BOLTS - PUMP ROD COUPLINGS, ETC.

VANDAL RESISTANT STN. STL.
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�" - 16 TAP 8 HOLES

FURNISH 8 -�" X 1" LONG

STAINLESS STEEL - CUPPED

SQUARE HEAD SET SCREWS

6" X 4�" SHAFT

N.T.S.

    PEDESTRIAN SIGNAL STANDARD, SLIP FITTER,   

     PUSH BUTTON & ANCHOR BOLT     

T-0707   

SIGN FABRICATED WITH

PRESSURE SENSITIVE ADHESIVE 

INSTALLED DIRECTLY ON POLE

POLE SURFACE A

MINIMUM OF 70  F GREASE

PUSH BUTTON WITH

PEDESTRIAN STANDARD

TYPICAL PEDESTRIAN SIGNAL STANDARD

PUSH BUTTON INSTALLED
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FURNISH WITH EACH STANDARD
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DESIGN AND MANUFACTURE ACCORDING TO THE 2001 AASHTO STANDARD

SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES

AND TRAFFIC SIGNALS. UTILIZE APPENDIX C OF THE SPECIFICATIONS FOR

IDENTIFICATION OF LOADING CRITERIA. DESIGN WIND SPEED IS 80 MPH. DESIGN

FOR FATIGUE IS WAVED.

1.

PEDESTRIAN SIGNAL STANDARD


