REFERENCE

*” MIN. HIGH STRENGTH
STN. STL. BANDS.

(2 REQ’D)

STN. STL. "U” BOLTS,
NUTS LOCK WASHERS.

FIVE SECTION \/
(L

BDC07D-03

| I

| |

INSTALLATION | ;" ﬁ/
| / ~

— * MIN. HIGH STRENGTH
STN. STL. BANDS.
(2 REQ’D)

~

STN. STL. "U” BOLTS;
NUTS LOCK WASHERS.

MID MAST BRACKET DETAIL

NOTES:
. TO MOUNT SIGNALS ON A PEDESTAL

STANDARD INVERT 3 IN LINE BRACKETS
WITH PIPE AND ELBOWS, USE A 4**
SLIPFITTER IN PLACE OF THE MAST
ARM PLUMBIZER.

TO MOUNT 8” SIGNALS BACK TO BACK WITH
12” SIGNALS USE SPACER NIPPLES ON BOTTOM.
RED SIGNALS SHALL BE IN LINE.

TO MOUNT BACK TO BACK OPTICALLY PROGRAMMED
SIGNALS USE MID MAST BRACKET.

DESIGN AND MANUFACTURE ACCORDING TO THE 2001 AASHTO STANDARD
SPECIFICATIONS FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES
AND TRAFFIC SIGNALS. UTILIZE APPENDIX C OF THE SPECIFICATIONS FOR
IDENTIFICATION OF LOADING CRITERIA. DESIGN WIND SPEED [S 80 MPH. DESIGN
FOR FATIGUE IS WAVED.

TYPICAL TRAFFIC SIGNAL INSTALLATION

SAFETY CHAIN REQUIREMENTS FOR TRAFFIC SIGNALS

FURNISH:

42" LG. *” HOT DIPPED GALVANIZED COILPROOF STRAIGHT LINK CHAIN.
- #" gX 2*” LG. STAINLESS STEEL HEX HEAD BOLT.
2 = *  PSTAINLESS STEEL HEX NUTS.

2 —* @BTAINLESS STEEL FLAT WASHERS.
i- ** @STAINLESS STEEL LOCK WASHER.

(2% =18 X** SQ.HD. STN. STL.
SET SCREWS

CAST ALUMINUM OR
STAINLESS STEEL BRACKET
MOUNTING ASSEMBLY

GALVANIZED SAFETY CHAIN
SEE T-03 FOR REQUIREMENTS

MAST ARM

ALUMINUM RIGID CONDUIT
WITH REMOVABLE VINYL
CLOSURE STRIP

(@ ** =18 X*” $SQ. HD. STN. STL.
SET SCREWS

LOWER ARM WITH REMOVABLE
VINYL COVER

UPPER ARM
A\

16" MIN. FOR PROGRAMMED

VISIBILITY SIGNALS.
1 M%u 6 MIN. FOR OTHERS
1
I

VARIES
(TO FIT MTG POSITION & SIGNAL HD. DIMS.)

MID MAST ARM MOUNTING
(ON TRUSS ARMS)

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

N.T.S.

OPTICALLY PROGRAMMED AND MIDMAST

MOUNTING DETAILS
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