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INFORMATION IS ADDED.

REMOVE THIS NOTE AFTER DESIGN SPECIFIC

 

IN THE CONTRACT PLANS. 

INFORMATION TO BE ADDED AND INCLUDED

THIS SHEET REQUIRES DESIGN SPECIFIC

SUMMARY TABLE
COMPRESSIVE BARRIER

CRASH CUSHION

CD-611-1

NOTE TO DESIGNER:

88
CD-611-1.1 164

ITEM NO. DESIGN SPEEDPAY ITEM

SUMMARY TABLE

CRASH CUSHION COMPRESSIVE BARRIER

NOTES:
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BASELINE AND STATION

4.

3.

2.

1.

SEE PLANS FOR SPECIFIC LOCATION INFORMATION.

THE STATION SHOWN IS AN APPROXIMATE LOCATION. 

BLOCK WHERE APPLICABLE.

CRASH CUSHION INSTALLATIONS, INCLUDING AN ANCHOR 

RECOMMENDATIONS FOR ALL PERMANENT COMPRESSIVE

IN ACCORDANCE WITH THE MANUFACTURER'S

A CONCRETE PAD FOUNDATION SHALL BE CONSTRUCTED

RECOMMENDATIONS INCLUDING TRANSITIONS.

CRASH CUSHION IN ACCORDANCE WITH THE MANUFACTURER'S

THE CONTRACTOR IS RESPONSIBLE FOR INSTALLING THE

OF THE PRODUCTS LISTED FOR THAT LOCATION.

COMPRESSIVE BARRIER SUMMARY TABLE, INSTALL ONE (1)

FOR EACH LOCATION SHOWN IN THE CRASH CUSHION,

PRODUCTS AND FOUNDATION
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