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OUTLET TRENCH A
WRAPPED IN GEOTEXTILE CURB LINE
FLAP OVER AT TOP /_ u

NOTES: ( 4~ PAVEMENT- P /

UNDERDRAIN IS SHOWN PARALLEL TO THE EDGE OF | PERFORATED 6' HDPE
,_lr— VARIABLE (2" MIN.) INLET PIPE AND CAP

PAVEMENT, BUT MAY BE USED IN OTHER LOCATIONS

IF SO DIRECTED BY THE RE. GEOTEXTILE e 20" — 1
NOTES: 0" <
AFTER PLACING ASPHALT STABILIZED DRAINAGE COURSE, OVERLAP &
WITH GEOTEXTILE TO PROTECT THE EXPOSED SURFACE.
SECTION A-A
THE 6" DIA. PERFORATED PIPE TO BE AT LEAST 12" BELOW
THE LOWEST COURSE EITHER DENSE GRADED AGGREGATE BASE
COURSE OR SUBBASE, DESIGNATION |-3. A i
4~ PAVEMENT™ /~INLET = STONE POCKET
4— SUBBASE— | —~GEOTEXTILE
6" OUTLET TRENCH| |[Q% VARIABLE (12" MIN.
AS DIREGTED 1'-6" FLAP, BOTH SIDES, >‘ | T , ( )
TO BE FOLDED J Ly
16" OVER TOP OF DRAIN. e \
6" DIA. PERFORATED STONE POCKET AND SUBBASE
PROFILE GRADE GUTTER ELEVATION L HDPE PIPE OUTLET DRAIN TO BE
AN Hfﬂ"_ / <~ CONCRETE OR HMA PAVEMENT SECTION B-B BACKFILLED WITH COARSE
T GEOTEXTILE ASPHALT STABILIZED DRAINAGE AGGREGATE SIZE NO.57.
: | ‘ COURSE 12 l<— LIMITS OF GEOTEXTILE
< DENSE GRADED i PAY LIMIT OF 6' HDPE PIPE
ME AGGREGATE BASE counse\. - SoRRSE, BGGREGATE,
BACKFILL MATERIAL %= A = :
COARSE AGGREGATE, SUBBASE (I-3) \ . v PAY LIMIT OF —> PERFORATED 6" HDPE
SIZE NO. 57 - DIA. PERFORATED 32 SUBBASE OUTLET PIPE AND CAP
: 1. SCH 40 P.V.C. OR DRAIN
. EXISTING SUBGRADE ; TYPE SP HDPE PIPE : (NON-PERFORATED) PIPE
o 6" DIA. PERFORATED PVC OR J— A\ EXTENDING THROUGH FILL
TYPE SP-HDPE PIPE. e [0 OR TO QENTER ISLAND
NOTES:
J T P I S i B I
12" PLUS OUTSIDE DIAMETER OF PIPE © 1. DISCHARGED WATER IN NO
CASE TO VIOLATE DRAINAGE RIGHTS.

OUTLET
TRENCH

2. SEE NOTE 2, CD-601-1.4.

SCHEME FOR WATER DISPOSAL WHERE INLETS
ARE IN CENTER ISLAND OR ARE NOT AVAILABLE
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UNDERDRAIN TYPE F UNDERDRAIN TYPE X SUBBASE OUTLET DRAIN
CD-601-1.1 CD-601-1.2 CD-601-1.3
COARSE AGGREGATE, — A PAVEMENT BERMS AND
SIZE NO. 57 / AREA CENTER ISLAND AREAS
/ _— PAVEMENT d e
EMBANKMENT ——
————— / SUBBASE — S
]
sase v -l /—
Tl )ﬁf‘{:l / Aet PN 1
a STORM DRAIN INLET
o5 PAY LIMITS FOR GCOARSE
a | — . AGGREGATE SIZE, NO. 57 —— STORM DRAIN D = VARIABLE
o 0 TO BE WRAPPED IN
! b = GEOTEXTILE, FLAP OVER _— AT DOWN GRADE INLET
R . AT TOP.
— — — NOTES:
1. INVERT OF 6" PERFORATED HDPE PIPE TO BE 6" ABOVE BOTTOM OF
6" PERFORATED HDPE 30" | INLET OR 6" ABOVE BOTTOM OF TRENCH, WHICHEVER IS HIGHER. VARIABLE - SEE NOTE 1 UNDERDRAINS
PIPE AND CAP AT ' 2. THE SIZE OF PERFORATIONS TO BE SMALLER THAN SIZE OF STONE 6" 1 N.T.S
DOWN GRADE INLET SPECIFIED, OTHERWISE WRAP FILTER FABRIC AROUND PIPE. i T
2 0.D. 12" P " _601-
3. PAY ITEMS ARE: t 3'-0" LENGTH OF 6
a. 6" PERFORATED HDPE PIPE PERFORATED HDPE NEW JERSEY DEPARTMENT OF TRANSPORTATION
b. STORM DRAIN. PIPE AND CAP
A ¢. REMOVAL OF PAVEMENT IF PAVEMENT AREA EXISTS. SECTION A-A
4. BACKFILL THE TRENCH WITH COARSE AGGREGATE SIZE NO.57 UP TO CONSTRUCTION DETAILS
3 FEET FROM THE TOP OF THE PIPE AND WRAP IT IN GEOTEXTILE.
BACKFILL THE REMAINDER OF THE TRENCH, IF ENCOUNTERED,
WITH SUITABLE MATERIAL. THIS WORK TO BE INCLUDED IN STORM
DRAIN ITEM.
COMBINED STORM DRAIN AND OUTLET TRENCH IN ROCK AREAS @
CD-601-1.4 364/
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